General Pump

High Pressure Spray Tips

General Pump Spray Tips are built using an
innovative design and manufacturing approach
that ensures accuracy and provides consistent
durability and performance for all types of high
pressure cleaning systems.

General Pump High Pressure Spray Tips

are available in standard 1/4" NPT Male (M),
1/8" NPT Male (S), 1/4" NPT Female (F), and
1/4" aligned Quick Connect (Q). All are perma-
nently marked with spray angle and nozzle size.

General Pump High Pressure Spray Tips
feature a two piece design. Inserts are through
hardened and pressed into a 303 stainless steel
rust-resistant body for improved durability. The
contour control nozzle chamber eliminates the
need for flow straighteners.

| The 1/4" Quick Connect (Q) Nozzles feature a

spray alignment cap and have been color-coded
~ for easy identification of the spray angle.

i 3

—r P

|
| i ! ot il
== T b b=t




General Pump
High Pressure Spray Tips

GEMERAL PUMP

15° DRE = GPM @ PSI

2
=

2000 3000 4000 S000
141 173 200 224
1.77 250 280
212 2860 3.00 335
AT 3 350 a3
23 A 4.00
3.18 4.50
3.54 ; 5.00
3.89 T6E 5560
4.24 w2l B.00
4,60 . 6.50
485 GO 7.00
5.30 S 7.50
.68 B 8.00
6.01 ; B.50
B.36 ! 8.04
7.07 66 10.00

Siza Red Tedlow Grean Whiba
S00020 918020 Q250 Q40020
200025 15025 925025 940025
SO0CCA0 915030 a 'y 4030
SO0035 915035 9235035 40035
S00040 915040 825040 2 40040
Q00045 918045 925045 940045
Qo005 915050 925050 940050
Q00055 2915055 2925055 2 940065
SAICHED 915060 Yealall Ba0E0
00065 2915085 2925085 2 940085
00070 915070 G25000 840070
ars S0007S f : 5 940075
QE0 S0080 250 Q40080
0as 00085 915085 W Q40085
080 apoood 915090 G40080
100 Qooi1oDd WMS100 B 940100

(= =

Lo £ A I
WMo na

i =) OF B3 =]
im E- 2 -ﬁ"l = |

B dms

P A

o
o N 0.

(2 R S S AR U R U L e
tn E

=]
|-:I

GEHMERAL PUMP



